
JRsystems AB  Bäckvägen 18  19254 Sollentuna  Tel: 0850907300

Product Data Sheet 861425
4Direction Joystick , Momentary, Type: P24, Size:
22mm, 10A, 600VAC

-

-

Bezel Material Chromium Plated Metal

Ampere Rating 10A

Approvals UL Listed File Number E164353 CCN NKCR  CSA Certified File Number LR44087 Class
321103  CE Marked

Contact Configuration 1 N.O. (per direction)

Contact Material Silver Alloy

Enclosure Rating  NEMA 1/2/3/4/4X/12/13; IP66

Maximum Voltage Rating 600VAC

Operator Type Momentary

Size 22mm

Technical Characteristics

Category Joysticks, General Purpose

Discount Schedule I

Article Number 861425

Package Quantity 1

Weight 0.38 lbs.

Shipping and Ordering



JRsystems AB  Bäckvägen 18  19254 Sollentuna  Tel: 0850907300
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Control and signalling units Ø 22 mm (fixing)

Joystick controllers

References, dimensions

Complete units type -P, with circular chromium plated metal bezel

Compact, contact blocks non interchangeable
Description Operation Spring return Bezel Reference Weight

to zero position finish kg

2 direction 1 notch Without Chromium P12 0.115
30 x 85 mm 1 N/O contact
fixing centres per direction

With Chromium P22 0.115

4 direction 1 notch Without Chromium P14 0.145
85 x 85 mm 1 N/O contact
fixing centres per direction

With Chromium P24 0.145

Joystick controllers Panel cut-out
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JRsystems AB  Bäckvägen 18  19254 Sollentuna  Tel: 0850907300

Product Data Sheet 861411
2Direction Joystick , Momentary, Type: P22, Size:
22mm, 10A, 600VAC

-

-

Bezel Material Chromium Plated Metal

Ampere Rating 10A

Approvals UL Listed File Number E164353 CCN NKCR  CSA Certified File Number LR44087 Class
321103  CE Marked

Contact Configuration 1 N.O. (per direction)

Contact Material Silver Alloy

Enclosure Rating  NEMA 1/2/3/4/4X/12/13; IP66

Maximum Voltage Rating 600VAC

Operator Type Momentary

Size 22mm

Technical Characteristics

Category Joysticks, General Purpose

Discount Schedule I

Article Number 861411

Package Quantity 1

Weight 0.31 lbs.

Shipping and Ordering
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Control and signalling units Ø 22 mm (fixing)

Joystick controllers

References, dimensions

Complete units type -P, with circular chromium plated metal bezel

Compact, contact blocks non interchangeable
Description Operation Spring return Bezel Reference Weight

to zero position finish kg

2 direction 1 notch Without Chromium P12 0.115
30 x 85 mm 1 N/O contact
fixing centres per direction

With Chromium P22 0.115

4 direction 1 notch Without Chromium P14 0.145
85 x 85 mm 1 N/O contact
fixing centres per direction

With Chromium P24 0.145

Joystick controllers Panel cut-out
Pii P12 P14 (thickness 1 to 6 mm)
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